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Double layer drywall with
Green Glue both sides.
Wood Stud Wall

Double layer drywall with
Green Glue one sides.
Wood Stud Wall

Single layer drywall both sides.
Wood Stud Wall

Double layer drywall one side.
Wood Stud Wall

Double layer drywall both side
Wood Stud Wall

Staggered Stud Wall
Wood Stud Wall

STC 42 STC 44

STC 52 STC 55

STC 39

STC 46

FEATURES:

 Fast - No measuring or troweling

 New construction or existing wall

 Can be used in walls, ceilings and floors

 12 tubes per case (28 oz per tube)

BENEFITS OF GREEN GLUE IN STANDARD WALL CONSTRUCTION

GREEN GLUE ARCHITECTURE 
WALL TYPES
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TOP SECTION VIEW
Green Glue on each side - Wood Stud Wall 

  Drywall (See front view for more information)

Staggered drywall 
seam with flexible sealant

Wall stud

 Insulation

  Green Glue*

   Drywall (Full length of sheet not shown)

*Actual Green Glue thickness is less than 1/32”.

Finished 
Floor Material

Subfloor

 Acoustical Sealant

 Insulation

 Wall Stud   

 Drywall

 Green Glue*

 Drywall

 Drywall

 Green Glue*

 Drywall

Bottom Plate 

ELEVATION VIEW
Green Glue on each side - Wood Stud Wall 

Acoustical 
Sealant

Finished
Floor

Subfloor
Floor

Flexible sealant will have no real thickness in finished construction

SINGLE STUD WALL CONSTRUCTION DIAGRAMS

GREEN GLUE ARCHITECTURE 
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TOP SECTION VIEW
Green Glue Staggered Stud Wall

  Drywall (See front view for more information)

Staggered drywall 
seam with flexible sealant

Wall Staggered Stud

Insulation 
  Green Glue*

   Drywall (Full length of sheet not shown)

Note: *Green Glue will have no real thickness in finished construction

Finished 
Floor Material

Subfloor
 Acoustical Sealant

 Wall Stud   

 Drywall

 Green Glue*

 Drywall

Bottom Plate 

Two Different Batts 
of insulation 

Insulation Weaves 
between Staggered 

Studs (See Top View)

ELEVATION VIEW
Green Glue Staggered Stud Wall

Acoustical
Sealant

Finished 
Floor

Subfloor
Floor

Flexible sealant will have no real thickness in finished construction

STAGGERED STUD WALL CONSTRUCTION DIAGRAMS

GREEN GLUE ARCHITECTURE 
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Finished Floor 
Material

Subfloor

Bottom Plate 

Wall Stud 

Wall stud

 Insulation

Minimum 1” 
between studs 

 

Note: *Green Glue will have no real thickness in finished construction

ELEVATION VIEW
Green Glue Double Stud Wall

TOP SECTION VIEW
Green Glue Double Stud Wall

Acoustical
Sealant

Flexible sealant will have no real thickness in finished construction

   Drywall (Full length of sheet not shown)

 Staggered drywall 
seam with flexible sealant

 Green Glue*

 Min, 1” between studs
(2” encouraged)

 Acoustical Sealant

 Insulation

 Wall Stud   

 Drywall

 Green Glue*

 Drywall

DOUBLE STUD WALL CONSTRUCTION DIAGRAMS

Double Stud Wall

GREEN GLUE ARCHITECTURE 
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12’

15.25"15.25" 16"16"16"16"16"16"16"

16" 16"

8’ 0” 7’ 9"

Top Plate

Flexible sealant

Insulation

Bottom Plate

Note: No mudding or taping
required on the first layer of 
drywall. Acoustical Sealant is
also not required, but suggested.

Drywall Screw 16” O.C.
Refer to local building code   

4’x4’ Drywall 4’x8’ Drywall

4’x4’ Drywall4’x8’ Drywall

Flexible sealant used on
all edges of drywall 
(see red lines).

Note: Mud and tape to finish.

Drywall Screw 16” O.C.
Refer to local building code   

4’x8’ Drywall 4’x8’ Drywall 4’x8’ Drywall

DRYWALL STAGGERING CONSTRUCTION DIAGRAMS
FOR SOUND INSOLATION PURPOSED 24” O.C. STUDS ARE PREFERRED

  GREEN GLUE ARCHITECTURE 
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GREEN GLUE IN NON-STANDARD WALL CONSTRUCTION

Staggered Stud Wall

Double Stud Wall Double Stud Wall

Staggered Stud Wall

GREEN GLUE ARCHITECTURE 

98 12th Street  ■  San Francisco, CA 94103 
Phone: (888) 927-7496  ■  Fax (415) 864-4447  ■  www.westcoastsoundsolutions.com 

SOUND SOLUTIONS


